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Solar

SOLAR H1Z2Z2-K PV1-FTOV/CE
S

Double sheathed single core for cabeling of photovoltaic systems

Application:

Designed especially for application in solar generators. Due to the cross-linked
insulating and sheathing materials an excellent resistance against mechanical and
environmental stress is guaranteed. In addition, the cables are short-circuit proof,
halogen free and resistant against UV radiation and therefore suitable for use in dry
and moist rooms, under earth and outdoors under direct solar irradiation. Most
favourable cable in photovoltaic systems. Suitable for use in dry and humid rooms.
The cable has an expected service life of 25 years.

Construction:
Technical Data: Cable
Conductor Material Copper, bare or tinned
Conductor class Class 5
core insulation Cross linked polyolefin-copolymer acc. to EN 50618
SorEldeatification SOLAR 1%2!5 5.10 2.40 4.70
stranding
SOLAR 1x4 5.40 3.84 6.30
outer sheath Cross linked polyolefin-copolymer acc. to EN 50618
sheath colour Black (RAL 9005), red (RAL 3013) or blue (RAL 5 2oLk e G2 2 ce
SOLAR 1x10 7.90 9.60 13.60
rated voltage [V] AC: Uo/U 1/1kV, max. 1,2/1,2kV ; DC: 1,5kV, max.
1,8/1,8KV SOLAR 1x16 9.00 15.40 19.50
testing voltage [V] AC: 6,5kV DC: 15kv (5min) SOLAR 25 10.90 24.00 29.10
(I 725 5 ETE SOLAR 1x35 11.90 33.60 38.30
insulation resistance >750 MQ x km at 20°C
SOLAR 1x50 14.10 48.00 55.20
current carrying capacity
LA 1x70 15.90 67.20 71.20
min. bending radius fixed [xd] 5xd 2 X
min. bending radius moved [xd] 15xd SOLAR 1x95 18.00 91.20 92.50
working temp fixed min/max [C] -40°C up to +130°C SOLAR 1x120 20.30 115.20 118.70
working temp moved min/mac [C] -40°C up to +120°C
SOLAR 1x150 22.80 144.00 147.60
temp at conductor max. {2580
- < SOLAR 1x185 26.00 177.60 181.00
burning behaviour CELEN 60332-1-2
Approvals EN 50618 SOLAR 1x240 27.20 230.40 235.00
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